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minimum and maximum values shall 
be based on the scrubber effluent pH 
values measured during the perform-
ance test. 

(2) If you use any other control de-
vice and you conduct a performance 
test, you must establish operating lim-
its according to your site-specific test 
plan submitted in accordance with 
§ 63.7(c)(2)(i). The operating limits shall 
be based on the operating parameter 
values measured during the perform-
ance test. If a series of control devices 
are used, you must establish separate 
operating limits for each device. 

(3) If you do not conduct a perform-
ance test for a HCl storage tank or HCl 
transfer operation, you must use engi-
neering assessments and/or manufac-
turer’s recommendations to establish 
the operating limits specified in para-
graphs (e)(1)(i) and (ii), or (e)(2), of this 
section. 

(4) As needed in applicability deter-
minations, you must use ASTM E224 to 
determine the HCl concentration in 
liquid products. 

§ 63.9025 What are my monitoring in-
stallation, operation, and mainte-
nance requirements? 

(a) For each operating parameter 
that you are required by § 63.9020(d) to 
monitor, you must install, operate, and 
maintain each CMS according to the 
requirements in paragraphs (a)(1) 
through (6) of this section. 

(1) You must operate your CMS and 
collect data at all times the process is 
operating. 

(2) You must collect data from at 
least four equally spaced periods each 
hour. 

(3) For at least 75 percent of the oper-
ating hours in a 24-hour period, you 
must have valid data (as defined in 
your site-specific monitoring plan) for 
at least 4 equally spaced periods each 
hour. 

(4) For each hour that you have valid 
data from at least four equally spaced 
periods, you must calculate the hourly 
average value using all valid data or, 
where data are collected from an auto-
mated CMS, using at least one meas-
ured value per minute if measured 
more frequently than once per minute. 

(5) You must calculate the daily av-
erage using all of the hourly averages 

calculated according to paragraph 
(a)(4) of this section for the 24-hour pe-
riod. 

(6) You must record the results for 
each inspection, calibration, and vali-
dation check as specified in your site- 
specific monitoring plan. 

(b) For scrubber control devices, you 
may request approval, in accordance 
with § 63.8(f), to monitor parameters 
other than those specified in 
§ 63.9020(e). In accordance with § 63.8(f), 
you must submit a monitoring plan to 
the Administrator and the plan must 
meet the requirements in paragraphs 
(a) and (b)(1) through (3) of this sec-
tion. You must conduct monitoring in 
accordance with the plan submitted to 
the Administrator unless comments re-
ceived from the Administrator require 
an alternate monitoring scheme. 

(1) Identify the operating parameter 
to be monitored to ensure that the con-
trol or capture efficiency measured 
during the initial compliance test is 
maintained. 

(2) Discuss why this parameter is ap-
propriate for demonstrating ongoing 
compliance. 

(3) Identify the specific monitoring 
procedures. 

(c) For any other control device, you 
must ensure that the CMS is operated 
according to a monitoring plan sub-
mitted to the Administrator as re-
quired by § 63.8(f). The monitoring plan 
must meet the requirements in para-
graphs (a) and (c)(1) through (3) of this 
section. You must conduct monitoring 
in accordance with the plan submitted 
to the Administrator, as amended, un-
less comments received from the Ad-
ministrator require an alternate moni-
toring scheme. 

(1) Identify the operating parameter 
to be monitored to ensure that the con-
trol or capture efficiency measured 
during the initial compliance test is 
maintained. 

(2) Discuss why this parameter is ap-
propriate for demonstrating ongoing 
compliance. 

(3) Identify the specific monitoring 
procedures. 
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